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Analogowe zegary sterownicze Ex9TA

•	 Analogowe zegary sterownicze

•	 Napięcie	znamionowe	Ue 230 V AC

•	 Napęd	synchroniczny	lub	kwarcowy

•	 Program	dobowy	wyłącznika	czasowego

•	 Najkrótszy	czas	przełączeń	30	min.

•	 1	lub	3	moduły	szerokości

Analogowe zegary sterownicze Ex9TA przeznaczone są do aplikacji mieszkaniowych i przemysłowych. Znaj- 
dują zastosowanie wszędzie tam, gdzie wymagana jest oszczędność energii i przełączanie obwodów w re-
gularnych cyklach dobowych. Najkrótszy czas przełączeń wynosi 30 min. 

Zegary sterownicze oferowane są w wersji 1 lub 3 – modułowej z napędem kwarcowym lub synchronicznym.
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1 1NO Synchroniczny 103514 Ex9TAMS 1NO 230V 1
1 1NO Kwarcowy 103515 Ex9TAMQ 1NO 230V 1

Ilość	 Styki	 Napęd	 Nr	artykułu	 Typ	 Pakowanie 
kanałów

Analogowe	zegary	sterownicze	–	wersja	miniaturowa

Analogowe zegary sterownicze Ex9TA

• Napęd synchroniczny lub kwarcowy
• Program dobowy
• Najkrótszy czas przełączeń 30 min.
• Szerokość 1 modułu

1 1CO Kwarcowy 103516 Ex9TAQ 1CO 230V 1

Ilość	 Styki	 Napęd	 Nr	artykułu	 Typ	 Pakowanie 
kanałów

Analogowe zegary sterownicze
• Napęd kwarcowy
• Program dobowy
• Najkrótszy czas przełączeń 30 min.
• Szerokość 3 modułów
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Dane	techniczne	Ex9TA

Wersja miniaturowa (szer. 1 moduł) i standardowa (szer. 3 moduły)

Napęd synchroniczny lub kwarcowy

Parametry ogólne

Ex9TAMS Ex9TAMQ Ex9TAQ

Wykonanie zgodne z EN 60730-1, EN 60730-2-7

Napięcie znamionowe Ue 230 V AC 230 V AC
130 V DC

230 V AC
130 V DC

Częstotliwość f 50 Hz 50 Hz / DC 50 Hz / DC

Prąd znamionowy Ie

   AC-1, cos φ 1 16 A

   AC-3, cos φ 0.6 4 A

Ilość kanałów 1

Styk 1 NO 1 NO 1 CO

Obciążalność 
 (lampy żarowe) 1000 W 1000 W 1350 W

Napięcie znamionowe izolacji Ui 2500 V AC 2500 V AC 2500 V AC

Straty mocy 1 VA 1 VA 1 VA

Napęd synchroniczny kwarcowy kwarcowy

Dokładność zgodnie z siecią ± 2,5 s./doba ± 2,5 s./doba

Rezerwa zasilania - 50 godzin 150 godzin

Czas ładowania wewn. baterii - 100 godzin 70 godzin

Program dobowy

Najkrótszy czas przełączeń 30 min.

Programowanie co 30 min.

Sterowanie ręczne Auto / ON Auto / ON / OFF

Parametry elektryczne

Szerokość 17,5 mm 17,5 mm 52,5 mm

Wysokość 90 mm 90 mm 85 mm

Wysokość czoła 45 mm

Montaż Na szynie standardowej TS 35 mm

Stopień ochrony IP20

Zaciski śrubowe

Przekrój zacisków przyłączeniowych 1 — 4 mm2 2x 4 mm2 2x 2.5 mm2

Moment dociskowy śrub zaciskowych 1,2 Nm 1,2 Nm 1,2 Nm

Temperatura otoczenia -25°C — +55°C -20°C — +55°C

Klasa instalacji II

Plombowanie tak

Waga 0,10 kg 0,11 kg 0,17 kg

Parametry mechaniczne

Analogowe zegary sterownicze
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Wymiary

Dane	techniczne	Ex9TA

Schematy

Analogowe zegary sterownicze
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	52,5	x	60
Width 1	module 3	modules
Distributor	cut-out	(mm) 46	x	18 46	x	54
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 220-240	V	/	50	Hz 220-240	V	/	50	Hz
Power	consumption	at	230	V~	(AC) approx.	1	VA approx.	1	VA
Switch	contacts 1	changeover	contact 1	changeover	contact
Switching	output potential-free potential-free
AC	switching	capacity
–	ohmic	load	(VDE,	IEC)
–	inductive	load	cos.	φ	0.6
–	Incandescent	lamp	load

16	A	/	250	V	AC
4	A	/	250	V	AC
1000	W

16	A	/	250	V	AC
4	A	/	250	V	AC
1350	W

Ambiente	temperatue -25°C	...	+55°C -25°C	...	+55°C
Protection	class(EN60730-1) II II
Protection	type	(EN60529) IP	20 IP	20
Accuracy synchronic	to	network synchronic	to	network
Power	reserve – –
Max.	terminal	capacity 1	-	4	mm2 1	-	4	mm2

Connecting	type captive	±	screw	terminals captive	±	screw	terminals

Accessories
Assembly	accessories see	page	28 see	page	28
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	52,5	x	60
Width 1	module 3	modules
Distributor	cut-out	(mm) 46	x	18 46	x	54
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 220-240	V	/	50	Hz 220-240	V	/	50	Hz
Power	consumption	at	230	V~	(AC) approx.	1	VA approx.	1	VA
Switch	contacts 1	changeover	contact 1	changeover	contact
Switching	output potential-free potential-free
AC	switching	capacity
–	ohmic	load	(VDE,	IEC)
–	inductive	load	cos.	φ	0.6
–	Incandescent	lamp	load

16	A	/	250	V	AC
4	A	/	250	V	AC
1000	W

16	A	/	250	V	AC
4	A	/	250	V	AC
1350	W

Ambiente	temperatue -25°C	...	+55°C -25°C	...	+55°C
Protection	class(EN60730-1) II II
Protection	type	(EN60529) IP	20 IP	20
Accuracy synchronic	to	network synchronic	to	network
Power	reserve – –
Max.	terminal	capacity 1	-	4	mm2 1	-	4	mm2

Connecting	type captive	±	screw	terminals captive	±	screw	terminals

Accessories
Assembly	accessories see	page	28 see	page	28
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dimensional drawings / circuit 
diagrams:

Technical data 

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	52,5	x	60 45	x	105	x	60 45	x	52,5	x	63
Width 1	module 3	modules 6	modules 3	modules
Distributor	cut-out	(mm) 46	x	18 46	x	54 46	x	108 46	x	54
Installation	type DIN-rail DIN-rail DIN-rail DIN-rail
Weight	(g)	approx. 110 170 220 160
Connection	voltage 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC

130	V	AC/60	V	DC 																			–			
30	V	AC/12	V	DC 																			–

Power	consumption	at	230	V~	(AC) approx.	1	VA approx.	1	VA approx.	1	VA
Switch	contacts 1	NO 1	CO 2	CO 1	CO
Switching	output potential-free potential-free potential-free
AC	switching	capacity
–	ohmic	load	(VDE,	IEC)
–	inductive	load	cos.	φ	0.6
–	Incandescent	lamp	load

16	A	/	250	V	AC
4	A	/	250	V	AC
1000	W

16	A	/	250	V	AC
4	A	/	250	V	AC

1350	W

16	A	/	250	V	AC
4	A	/	250	V	AC
900	W

Ambient	temperature -20°C	...	+55°C -20°C	...	+55°C -20°C	...	+55°C
Protection	class	(EN60730-1) II II II
Protection	type	(EN60529) IP	20 IP	20 IP	20
Accuracy typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C
Power	reserve 50	h 150	h 150	h
Charging	time 100	h 70	h 70	h
Connection	type captive	±	screw	terminals 									captive	±	screw	terminals captive	±	screw	terminals	

Accessories
Assembly	accessories see	page	28 see	page	28 see	page	28
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dimensional drawings / circuit 
diagrams:

Technical data 

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	52,5	x	60 45	x	105	x	60 45	x	52,5	x	63
Width 1	module 3	modules 6	modules 3	modules
Distributor	cut-out	(mm) 46	x	18 46	x	54 46	x	108 46	x	54
Installation	type DIN-rail DIN-rail DIN-rail DIN-rail
Weight	(g)	approx. 110 170 220 160
Connection	voltage 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC

130	V	AC/60	V	DC 																			–			
30	V	AC/12	V	DC 																			–

Power	consumption	at	230	V~	(AC) approx.	1	VA approx.	1	VA approx.	1	VA
Switch	contacts 1	NO 1	CO 2	CO 1	CO
Switching	output potential-free potential-free potential-free
AC	switching	capacity
–	ohmic	load	(VDE,	IEC)
–	inductive	load	cos.	φ	0.6
–	Incandescent	lamp	load

16	A	/	250	V	AC
4	A	/	250	V	AC
1000	W

16	A	/	250	V	AC
4	A	/	250	V	AC

1350	W

16	A	/	250	V	AC
4	A	/	250	V	AC
900	W

Ambient	temperature -20°C	...	+55°C -20°C	...	+55°C -20°C	...	+55°C
Protection	class	(EN60730-1) II II II
Protection	type	(EN60529) IP	20 IP	20 IP	20
Accuracy typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C
Power	reserve 50	h 150	h 150	h
Charging	time 100	h 70	h 70	h
Connection	type captive	±	screw	terminals 									captive	±	screw	terminals captive	±	screw	terminals	

Accessories
Assembly	accessories see	page	28 see	page	28 see	page	28
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dimensional drawings / circuit 
diagrams:

Technical data 

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	52,5	x	60 45	x	105	x	60 45	x	52,5	x	63
Width 1	module 3	modules 6	modules 3	modules
Distributor	cut-out	(mm) 46	x	18 46	x	54 46	x	108 46	x	54
Installation	type DIN-rail DIN-rail DIN-rail DIN-rail
Weight	(g)	approx. 110 170 220 160
Connection	voltage 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC 230	V	AC	/	130	V	DC

130	V	AC/60	V	DC 																			–			
30	V	AC/12	V	DC 																			–

Power	consumption	at	230	V~	(AC) approx.	1	VA approx.	1	VA approx.	1	VA
Switch	contacts 1	NO 1	CO 2	CO 1	CO
Switching	output potential-free potential-free potential-free
AC	switching	capacity
–	ohmic	load	(VDE,	IEC)
–	inductive	load	cos.	φ	0.6
–	Incandescent	lamp	load

16	A	/	250	V	AC
4	A	/	250	V	AC
1000	W

16	A	/	250	V	AC
4	A	/	250	V	AC

1350	W

16	A	/	250	V	AC
4	A	/	250	V	AC
900	W

Ambient	temperature -20°C	...	+55°C -20°C	...	+55°C -20°C	...	+55°C
Protection	class	(EN60730-1) II II II
Protection	type	(EN60529) IP	20 IP	20 IP	20
Accuracy typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C typ	±	2,5	sec./day	at	+20°C
Power	reserve 50	h 150	h 150	h
Charging	time 100	h 70	h 70	h
Connection	type captive	±	screw	terminals 									captive	±	screw	terminals captive	±	screw	terminals	

Accessories
Assembly	accessories see	page	28 see	page	28 see	page	28

talento 211 mini talento 261talento 211
talento 271

talento 202
talento 212

Ex9TAQ



5

Cyfrowe zegary sterownicze Ex9TD

•	 Cyfrowe zegary sterownicze

•	 Program	tygodniowy	i	wakacyjny

•	 Funkcja	zegara	astronomicznego	

•	 Wyświetlacz	LCD

•	 Napęd	kwarcowy

•	 Automatyczne	przełączenie	na	czas	letni

•	 Wersja	miniaturowa	(szer.	1	moduł) 
i	standardowa	(szer.	2	moduły)

Cyfrowe zegary sterownicze Ex9TD przeznaczone są do sterowania czasowego i przełączania obwodów w 
różnych aplikacjach mieszkaniowych i przemysłowych. Zegary są całkowicie programowalne z dokładnością 
do 1 minuty i pracują w programie tygodniowym oraz wakacyjnym.

Możliwość dokładnego zaprogramowania zegarów pozwala na oszczędzanie energii elektrycznej.

Cyfrowe zegary sterownicze oferowane są w wersji miniaturowej Ex9TDM o szerokości 1 modułu oraz w 
wersji standardowej Ex9TD o szerokości 2 modułów, także z dostępnymi funkcjami dodatkowymi oznaczone 
jako Ex9TDC (w tym zegar astronomiczny).

W celu ustalenia aktualnego stanu urządzenia i ustawienia czasu przełączania każde urządzenie jest wypo-
sażone w podświetlany wyświetlacz LCD (oprócz wersji miniaturowej).

Klucz	doboru
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1 1CO - 103509 Ex9TDM 1CO 230V 1

Ilość	 Styki	 Funkcje	 Nr	artykułu	 Typ	 Pakowanie 
kanałów	 	 dodatkowe

Cyfrowe	zegary	sterownicze	–	wersja	miniaturowa

Cyfrowe zegary sterownicze Ex9TD

• Programowanie z dokładnością do 1 min.
• Najkrótszy czas przełączeń 1 min.
• Program tygodniowy i wakacyjny
• Napęd kwarcowy
• Szerokość 1 modułu

1 1CO - 103510 Ex9TD 1CO 230V 1
2 2CO - 103511 Ex9TD 2CO 230V 1
1 1CO tak 103512 Ex9TDC 1CO 230V 1
2 1CO + 1NO tak 103513 Ex9TDC 2CO 230V 1

Ilość	 Styki	 Funkcje	 Nr	artykułu	 Typ	 Pakowanie 
kanałów	 	 dodatkowe

Cyfrowe zegary sterownicze
• Programowanie z dokładnością do 1 min.
• Program  tygodniowy, wakacyjny oraz dni wolnych
• Podświetlany wyświetlacz LCD
• Napęd kwarcowy
• Funkcje dodatkowe: 100 komórek pamięci, przełączanie losowe,  wejście zewnętrzne, programowanie komputerowe,  najkrótszy 

czas przełączeń 1 s., impulsowy i cykliczny program przełączania, rezerwa mocy 10 lat, zegar astronomiczny (Ex9TDC)
• Szerokość 2 modułów
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Dane	techniczne	Ex9TD

Wersja miniaturowa (szer. 1 moduł) oraz standardowa (szer. 2 moduły)

Informacje o aktualnym stanie urządzenia na wyświetlaczu LCD

Program  tygodniowy i wakacyjny

Automatyczna zmiana czasu na letni/zimowy

Parametry ogólne

Ex9TDM Ex9TD Ex9TDC

Wykonanie zgodne z EN 60730-1, EN 60730-2-7

Napięcie znamionowe Ue 230 V AC 110-230 V AC 110-230 V AC
24 V AC/DC

Częstotliwość f 50/60 Hz 50/60 Hz 50/60 Hz

Prąd znamionowy Ie

   AC-1, cos φ 1 16 A 16 A

   AC-3, cos φ 0.6 8 A 10 A
Napięcie znamionowe izolacji Ui 2500 V AC 2500 V AC 2500 V AC

Straty mocy 5 VA 1 VA 1 VA

Obciążenie znamionowe AC1 / AC15 - 4000 VA / 750 VA

Ilość kanałów 1 1 / 2 1 / 2

Styki 1 CO 1CO / 2CO 1CO / 1CO+1NO

Obciążalność AC 

Lampy żarowe 1000 W 2600 W

Lampy fluorescencyjne (pojedyncze) - 1000 VA

Lampy fluorescencyjne (połączenie szeregowe) - 1000 VA

Lampy fluorescencyjne (połączenie równoległe) - 730 VA

Lampy fluorescencyjne (obwód podwójny) - 1000 VA

Lampy halogenowe - 2600 W

Kompaktowe lampy fluorescencyjne - 22x7 W / 18x11 W / 16x15 W / 16x20 W / 14x23 W

Świetlówki energooszczędne - 37x7 W / 30x11 W / 26x15 W / 26x20 W / 11x23 W

Załączanie obwodów DC (24V / 50V / 220V) 800 / 300 / 150 mA

Min. obciążenie - 300 mW

Najkrótszy czas przełączeń 1 min. 1 min. 1 s

Programowanie co 1 min. co 1 min. co 1 min.

Programowanie komputerowe - - tak

Program tygodniowy ON/OFF ON/OFF ON/OFF, impuls, cykl  

Program wakacyjny ON/OFF ON/OFF, OFF ON/OFF, impuls, cykl, OFF

Program dnia wolnego - tak tak

Sterowanie ręczne ON/OFF Auto / nadpisz / ON/OFF Auto / nadpisz / ON/OFF

Zegar astronomiczny - - tak

Automatyczna zmiana czasu letni/zimowy tak tak tak

Wyświetlanie przełączenia tak tak, podświetlenie tak, podświetlenie

Napęd kwarcowy kwarcowy kwarcowy

Dokładność ± 1 s/doba ± 0.5 s/doba ± 0.3 s/doba

Pamięć ustawień (przy +20°C) 3 lata 3 lata 10 lat

Typ wymiennej baterii CR2032 CR2032 CR2450

Liczba komórek pamięci 50 70 100

Licznik godzin - tak tak

Zabezpieczenie ustawień przez PIN - tak tak

Przełączanie losowe - - tak

Wejście zewnętrzne - - tak

Parametry elektryczne

Cyfrowe zegary sterownicze
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Wymiary

Dane	techniczne	Ex9TD

Schematy

Cyfrowe zegary sterownicze
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	35	x	60
Width 1	module 2	modules
Distributor	cut-out	(mm) 46	x	18 46	x	36
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 230	V	/	50-60	Hz 110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 5	VA 1	VA
Switch	contacts 1	CO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent phase-independent	(zero	cross	switching)
Opening	width <	3	mm <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V	AC
8	A	/	250	V	AC

1000	W

–
–
–
–
–
–	
–

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 – 4000	VA	/	750	VA
Min.	switching	load – 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA 800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-
extinguishing	thermoplastic

high-temperature	resistant,	self-extinguishing	thermoplastic

Ambient	temperature -10°C	...	+55°C -25°C*	...	+55°C
Protection	class	(EN60730-1) II II
Type	of	protection	(EN60529) IP	20 IP	20
Accuracy Typ	±	1	sec./day	at	+20°C Typ	±	0,5	sec./day	at	+20°C
Time	basis quartz quartz
Power	reserve 3	years	ex	works	at	+20°C	

(Replaceable	battery	CR2032)
3	years	ex	works	at	+20°C	(Replaceable	battery	CR2032)

Max.	terminal	capacity 2,5	mm2 1	-	4	mm2

Connection	type Captive	±	screw	terminal Captive	±	screw	terminal	
Battery	type CR2032 CR2032

Accessories
Assembly	accessories see	page	28 see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	35	x	60
Width 1	module 2	modules
Distributor	cut-out	(mm) 46	x	18 46	x	36
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 230	V	/	50-60	Hz 110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 5	VA 1	VA
Switch	contacts 1	CO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent phase-independent	(zero	cross	switching)
Opening	width <	3	mm <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V	AC
8	A	/	250	V	AC

1000	W

–
–
–
–
–
–	
–

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 – 4000	VA	/	750	VA
Min.	switching	load – 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA 800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-
extinguishing	thermoplastic

high-temperature	resistant,	self-extinguishing	thermoplastic

Ambient	temperature -10°C	...	+55°C -25°C*	...	+55°C
Protection	class	(EN60730-1) II II
Type	of	protection	(EN60529) IP	20 IP	20
Accuracy Typ	±	1	sec./day	at	+20°C Typ	±	0,5	sec./day	at	+20°C
Time	basis quartz quartz
Power	reserve 3	years	ex	works	at	+20°C	

(Replaceable	battery	CR2032)
3	years	ex	works	at	+20°C	(Replaceable	battery	CR2032)

Max.	terminal	capacity 2,5	mm2 1	-	4	mm2

Connection	type Captive	±	screw	terminal Captive	±	screw	terminal	
Battery	type CR2032 CR2032

Accessories
Assembly	accessories see	page	28 see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	35	x	60
Width 1	module 2	modules
Distributor	cut-out	(mm) 46	x	18 46	x	36
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 230	V	/	50-60	Hz 110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 5	VA 1	VA
Switch	contacts 1	CO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent phase-independent	(zero	cross	switching)
Opening	width <	3	mm <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V	AC
8	A	/	250	V	AC

1000	W

–
–
–
–
–
–	
–

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 – 4000	VA	/	750	VA
Min.	switching	load – 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA 800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-
extinguishing	thermoplastic

high-temperature	resistant,	self-extinguishing	thermoplastic

Ambient	temperature -10°C	...	+55°C -25°C*	...	+55°C
Protection	class	(EN60730-1) II II
Type	of	protection	(EN60529) IP	20 IP	20
Accuracy Typ	±	1	sec./day	at	+20°C Typ	±	0,5	sec./day	at	+20°C
Time	basis quartz quartz
Power	reserve 3	years	ex	works	at	+20°C	

(Replaceable	battery	CR2032)
3	years	ex	works	at	+20°C	(Replaceable	battery	CR2032)

Max.	terminal	capacity 2,5	mm2 1	-	4	mm2

Connection	type Captive	±	screw	terminal Captive	±	screw	terminal	
Battery	type CR2032 CR2032

Accessories
Assembly	accessories see	page	28 see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	35	x	60
Width 2	modules
Distributor	cut-out	(mm) 46	x	36
Installation	type DIN-rail
Weight	(g)	approx. 170
Connection	voltage 24	V	AC/DC	/	110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 1	VA
Switch	contacts 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent	(zero	cross	switching)
Opening	width <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 4000	VA	/	750	VA
Min.	switching	load 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-extinguishing	thermoplastic
Ambient	temperature -25°C*	...	+55°C
Protection	class	(EN60730-1) II
Type	of	protection	(EN60529) IP	20
Accuracy Typ	±	0,3	sec./day	at	+20°C
Time	basis Quartz
Power	reserve 10		years	ex	works	at	+20°C	(Replaceable	battery	CR2450)
Max.	terminal	capacity 1	-	4	mm2

Connection	type Captive	±	screw	terminal	
Battery	type CR2450

Accessories
Handheld	programming	device	/		
PC-software

see	page	20

Assembly	accessories see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	35	x	60
Width 2	modules
Distributor	cut-out	(mm) 46	x	36
Installation	type DIN-rail
Weight	(g)	approx. 170
Connection	voltage 24	V	AC/DC	/	110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 1	VA
Switch	contacts 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent	(zero	cross	switching)
Opening	width <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 4000	VA	/	750	VA
Min.	switching	load 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-extinguishing	thermoplastic
Ambient	temperature -25°C*	...	+55°C
Protection	class	(EN60730-1) II
Type	of	protection	(EN60529) IP	20
Accuracy Typ	±	0,3	sec./day	at	+20°C
Time	basis Quartz
Power	reserve 10		years	ex	works	at	+20°C	(Replaceable	battery	CR2450)
Max.	terminal	capacity 1	-	4	mm2

Connection	type Captive	±	screw	terminal	
Battery	type CR2450

Accessories
Handheld	programming	device	/		
PC-software

see	page	20

Assembly	accessories see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.

talento 471/472 pro talento 881/882 protalento 791/792 pro

Ex9TD / Ex9TDC

Ex9TDM Ex9TD Ex9TDC

Szerokość 17.5 mm 35 mm 35 mm

Wysokość 90 mm 85 mm 85 mm

Wysokość czoła 45 mm

Montaż Na szynie standardowej TS 35 mm

Stopień ochrony IP20

Zaciski śrubowe

Przekrój zacisków przyłączeniowy 2,5 mm2 1 — 4 mm2 1 — 4 mm2

Moment dociskowy śrub zaciskowych 1,2 Nm 1,2 Nm 1,2 Nm

Temperatura otoczenia -10°C — +55°C -25°C — +55°C -25°C — +55°C

Klasa instalacji II

Waga 0,10 kg 0,17 kg 0,17 kg

Parametry mechaniczne
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	17,5	x	60 45	x	35	x	60
Width 1	module 2	modules
Distributor	cut-out	(mm) 46	x	18 46	x	36
Installation	type DIN-rail DIN-rail
Weight	(g)	approx. 100 170
Connection	voltage 230	V	/	50-60	Hz 110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 5	VA 1	VA
Switch	contacts 1	CO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent phase-independent	(zero	cross	switching)
Opening	width <	3	mm <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V	AC
8	A	/	250	V	AC

1000	W

–
–
–
–
–
–	
–

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 – 4000	VA	/	750	VA
Min.	switching	load – 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA 800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-
extinguishing	thermoplastic

high-temperature	resistant,	self-extinguishing	thermoplastic

Ambient	temperature -10°C	...	+55°C -25°C*	...	+55°C
Protection	class	(EN60730-1) II II
Type	of	protection	(EN60529) IP	20 IP	20
Accuracy Typ	±	1	sec./day	at	+20°C Typ	±	0,5	sec./day	at	+20°C
Time	basis quartz quartz
Power	reserve 3	years	ex	works	at	+20°C	

(Replaceable	battery	CR2032)
3	years	ex	works	at	+20°C	(Replaceable	battery	CR2032)

Max.	terminal	capacity 2,5	mm2 1	-	4	mm2

Connection	type Captive	±	screw	terminal Captive	±	screw	terminal	
Battery	type CR2032 CR2032

Accessories
Assembly	accessories see	page	28 see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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Technical data

dimensional drawings /
circuit diagrams:

Dimensions	H	x	W	x	D	(mm) 45	x	35	x	60
Width 2	modules
Distributor	cut-out	(mm) 46	x	36
Installation	type DIN-rail
Weight	(g)	approx. 170
Connection	voltage 24	V	AC/DC	/	110	-	230	V	AC	/	50-60	Hz
Power	consumption	at	230	V~	(AC) 1	VA
Switch	contacts 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO 1	CO 1	CO	+	1	NO
Switching	output phase-independent	(zero	cross	switching)
Opening	width <	3	mm
Lamp	type
–	Resistive
–	Inductive
–	Incandescent
–	Fluorescent
																																											Uncorrected
																																					Serial	corrected
																																		Parallel	corrected
																																							Lead-lag	(duo)
–	Halogen	lamp	load
–	Compact	fluorescent	lamp
–	Energy	saving	lamps	230	V

16	A	/	250	V,	cos	φ	=	1
10	A	/	250	V,	cos	φ	=	0,6

2600	W

1000	VA
1000	VA

730	VA	(80	µF)
1000	VA
2600	W

22x7	W,	18x11	W,	16x15	W,	16x20	W,	14x23	W
37x7	W,	30x11	W,	26x15	W,	26x20	W,	11x23	W

Rated	load	AC1/AC15 4000	VA	/	750	VA
Min.	switching	load 300	mW
DC	Switching	capacity		
(24V-/50V-/220V-)

800	mA	/	300	mA	/	150	mA

Housing	and	insulation	material high-temperature	resistant,	self-extinguishing	thermoplastic
Ambient	temperature -25°C*	...	+55°C
Protection	class	(EN60730-1) II
Type	of	protection	(EN60529) IP	20
Accuracy Typ	±	0,3	sec./day	at	+20°C
Time	basis Quartz
Power	reserve 10		years	ex	works	at	+20°C	(Replaceable	battery	CR2450)
Max.	terminal	capacity 1	-	4	mm2

Connection	type Captive	±	screw	terminal	
Battery	type CR2450

Accessories
Handheld	programming	device	/		
PC-software

see	page	20

Assembly	accessories see	page	28

*	Limited	display	readability	possible,	however	full	functionality	guaranteed.
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