
Ex9NLA EL

AFDD with residual current operated function

Installation dimensions(unit: mm)
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ONOFF

Green Red Indicator light,see 
the table below

Circuit-breaker status

In close position

Reclose after tripped
Red and blue flashing alternately 10s Series or parallel arc fault

Indicator light color Instruction

Blue always bright

Blue flashing 5 times/s

Red flashing 10s

Blue flashing 1 times/s

In normal service

Abnormal by self-test

Overvoltage( 280V)

Residual current fault

Status indication
Press TEST button half-yearly
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AFDD koos rikkevoolu funktsiooniga

Installation
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Ex9NLA EL

Zapnutí po vybavení

Instrukce

Modrá svítí trvale

Defect de arc în serie sau paralel

Culoarea luminii indicatoare

Albastru deschis

Albastru intermitent de 5 ori/s

Albastru intermitent de 1 ori/s

În serviciu normal

Anormal prin autotest

Supratensiune (280V)

Niebieski Praca normalna

Vypnutý stav

Zapnutie po vybavení
oblúkový skrat

Modrá svieti trvalo

Modrá bliká 5 krát/s

Modrá bliká 1 krát/s

Abnormality pri teste

Prepätie (280V)

ispada

Uputstvo

Svetli uvek plavo

Treperi plavo 5x/s

Treperi crveno 10s

Treperi crveno 5x/s

U normalnom radu

Prenapon (280V)

po suveikimo Nuoseklus arba lygiagretus 
lanko gedimas

Klaida savitikros metu

Sarkans mirgo 10 sekundes

Kaitselüliti olek

Suletud asendis

Sulge uuesti peale 
katkestust Jada või paraleelkaare viga

Indikaatoritule värv Juhis

Sinine alati heledam

Sinine vilgub 5 korda

Punane vilgub 10s

Sinine vilgub 1 korra

Tavalise kasutuse korral

Ülepinge  (280V)

liigvoolu viga

      In order to protect the environment, when the product or its components 
are scrapped, please dispose of it as industrial waste or hand it over to the 
recycling station for disaggregation, recycling and reuse according to 
relevant national regulations.

Z9NLA EL202303EU

Manufacturer:NOARK Electrics(Shanghai) Co.,Ltd. 
     3857 Sixian Road,Songjiang District,Shanghai      

Importer: NOARK Electric Europe s.r.o.Sezemická 
2757/2 l 193 00 Praha 9 l Czech Republic 

Disassembly

Load
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Connection tool

Wiring capability

Tightening torque

Wiring mode

AFD

Line
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